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Aluminum/ Stainless Steel Conductor Bar

General

1\

2\

Supplying power to all kinds of cranes and electrical gourd used in many industries
Power Plants,Steel,Industry,Oil&Chemical Industry, Auto Industry,,Port,,Plating
Mills,Ship building Industry ,Paper mills, Textile Mills, Transportation System,Sugar

& Wine Plants,Cement Plants,Warehouse and Material handling system.

Providing power to some special equipment in such places as Robotics ,Amusement
Parks,Airport ,Bridges ,Studio,Sewage &Water treatment Plants.

Advantage

1\

A

Safe ,reliable ,waterproof and dirt-proof,up to Ip23

Save power and listen waste ,use international conductive aluminum to reduce the loss
of voltage as far as possible.Copper conductor bar,Aluminum/stainless steel conductor
bar,Rigid conductor bar can use in outdoor and outdoor

3. Longer life span relying on unique formula.

4. Making curved conductor bar system according to real working condition.

5. Convenient for installation and daily maintenance ,especially fit for high sky working .
6. Used in seashore ,acidic and alkaline atmospheres.

7. -Ambient temperature: Conductor bar PVC: -15°C—55C; PPO -127'C—121°C; PC:
-60°C—120°C;
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Technical parameters

Product Type .
Galvanized steel Copper Stainless
PP steel/Aluminum
Amperage (A) 60A | 100A | 125A | 160A | 250A | 400A | 200A | 315A | 400A
Sectional area (mm2) 50 63 93 50 63 93 104 | 120 | 157
. AC 550V | 550V | 550V | 550V | 550V | 550V | 550V | 550V | 550V
Maximum
Voltage
DC 700A | 700A | 700A | 700A | 700A | 700A | 700A | 700A | 700A
Conductor Material Galvanized steel Copper Aluminum
Material class M Steel S’:\e/zlel M Steell T2 T2 T2 |6101A|6101A|6101A
DC(20°CuQ/m) 3584 | 2867 | 1933 | 342 | 274 | 184 | 301 | 261 | 199
AC(20°CpuQ/m) 3604 | 2891 | 1968 | 364 | 300 | 221 | 325 | 288 | 219

Full load permissible

25C | 25°C | 25°C | 25°C | 25°C | 25°C | 25°C | 25°C | 25C
Temperature

Covers flame test Self extinguish

Standard length of bar 45M | 45M | 4.5M | 45M | 4.5M | 4.5M | 4.5M | 4.5M | 4.5M

Standard distance between

15M | 15M | 1.5M | 1.5M |[1.5M | 1.5M | 1.5M | 1.5M | 1.5M
hanger clamp

Minimum phase spacing | 43mm |43mm | 43mm [43mm |43mm|43mm|[43mm|43mm|43mm

Expansion sections not
required 150M | 150M | 150M | 150M | 150M | 150M [ 150M | 150M | 150M
for runs less than

Minimum bend radius 15M | 15M | 15M | 15M |15M|15M|1.5M | 1.5M | 1.5M
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Product Type

Stainless steel/Aluminum

Amperage (A)

160A

250A

315A | 400A | 500A | 630A [ BO0A [1000A|1250A|1600A]2000A]2500A)

Sectional area (mm2) 102 | 110 | 122 | 162 | 196 | 318 | 406 | 618 | 770 | 1124 1313|1570

Maximu AC 550V | 550V | 550V | 550V | 550V | 550V | 550V | 550V | 550V | 550V | 550V | 550V
m

Voltage DC 700V | 700V | 700V | 700V | 700V | 700V | 700V | 700V | 700V | 700V | 700V | 700V

Conductor Material

Aluminum

Material class

'6101A|6101A|6101A|6101A|6101A|6101A|6101A|6101A|6101A|6101A|6101A|6101A

DC(20°CuQ/m) 307 | 285 | 257 | 193 | 160 | 104 77 51 40 28 24 20
AC(20°CuQ/m) 331 | 310 | 284 | 227 | 199 | 137 | 117 | 102 96 78 76 73
Full load
permissible 25°C | 25C | 256C | 25C |25 C |25 C |25 C | 25C | 25°C | 25C | 25C | 25C
Temperature
Covers flame test Self extinguish
Standard length of barf 4.5M | 4.5M | 4.5M | 4.5M | 4.5M | 4.5M | 4.5M | 4.5M | 4.5M | 4.5M | 4.5M | 4.5M
Standard distance
between 15M|15M|1.5M|15M|1.56M|3.0M|3.0M|3.0M|3.0M|3.0M| 3.0M | 3.0M
hanger clamp
Mml?pL;TirE);ase 43mm|43mm|43mm|43mm}43mm|50mm|50mm|50mm|50mm|70mm|70mm|70mm
Expansion sections
not required 150M|150M|150M|150M | 150M | 200M | 200M | 200M | 200M | 200M | 200M | 200M
for runs less than
Minimum bend radius| 1.5M|1.5M | 1.5M | 1.5M | 1.5M
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Products Accessories (630A--1250A)

» Conductor bar

Conductor@ is galvanized steel,has vertical and horizontal direction stiffness, and has a
larger surface area,

and it's heat can be fully guaranteed,the conductor has stainless steel conductor ®as the

durable surface

The Jacket's®) safety standard is IP23 ,and it's shape can be waterproof and dust proof.

Conductor bar-Length 6.0m 630A 800A 1000A 1250A
With Standard Sheath Phase 1063001 1080001 | 1100001 | 1125001
With Standard Sheath Ground 1063002 1080002 | 1100002 | 1125002
With Medium heat jacket 1063003 1080003 | 1100003 | 1125003

Weight (kg) 10.38 12.66 17.28 20.58

» Expansion Section

130

BE— —=

| 1980 | |

The expansion part equipped with key sliding member(®), Overlap of copper strips®@ can be
used as sliding wire contact surface, so as to ensure the continuity of the conductive.
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Copper rod conductive plastic sliding bearings, which play a guiding role machinery.

The maximum Gap is 200mm

At both ends®) of the connector jacket fitted the clasp with end cover® , and is equipped

with fixed plastic bolt®.

Expansion Section-Length 6.0m 630A 800A 1000A 1250A
With Standard Sheath Phase 3063004 3080004 | 3100004 | 3125004
With Standard Sheath Ground 3063005 3080005 | 3100005 | 3125005

With Medium heat jacket 3063006 3080006 | 3100006 | 3125006
Weight (kg) 17.85 20.13 24.75 28.05
» Joints assembly
(630A/800A) (1000A/1250A)

58 A & alls - [:%

| | e | |

450

540

120

7

Joints@ are aluminum material,according to the conductor bar’s specification ,use 4 or 6
bolts,so it can insure each conductor bar’s linearity and conductive continuity.

Each connector cover include one connector cover® ,two pieces of plastic holder®),two

end caps@®),and two plastic bolts®.
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Joints assembly 630/800A 1000/1250A
With Standard Sheath Phase 181201 181204
With Standard Sheath Ground 181202 181205
With Medium heat jacket 181203 181206
Weight (kg) 0.75 1.05

» Power Feed Assembly

6

(630A/800A) (1000A/1250A)
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Power input is aluminum material,can connect with two cables that are 150mm2.

Each power input cover include one connector cover® ,two pieces of plastic holder®),two
end caps @with cable cover®),and two plastic bolts®.

Cable guard ring eyelet ®can be adjusted by the cable’s diameter.

Power Feed Assembly 630/800A 1000/1250A
With Standard Sheath Phase 181207 181210
With Standard Sheath Ground 181208 181211

With Medium heat jacket 181209 181212

Weight (kg) 0.85 1.27
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> Hanger clamp (one pole)

49
woumknel | T |
MOATER "\
o] o
The Max. Distance between hanger clamp is 3m
Hanger clamp (one pole) Product No Weight (kg)

Standard 181001 0.11
With Insulator 181002 0.33
Stainless steel Outdoor Standard 181003 0.11
Stainless steel Outdoor Insulator 181004 0.33

» Fixation clamp

Usually use double cable clamps

| |2-M8

[E:
w
sz

The cable clamp is installed on the hanger clamp’s @ both sides,or on between the two
expansion sections’ hanger clamp both sides.

Fixation clamp accessories

Product No. 181011

Weight (kg) 0.45
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> End Accessories

236

4

70

End accessories can installed the system’s both sides,can protect the system’s end.

End accessories
Product No. 181215
Weight (kg) 0.13

» Strengthen Hanger clamp(one pole)

The Max. Distance between hanger clamp is 3m
Strengthen Hanger clamp(one pole)
Product No. 181105
Weight (kg) 0.897
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> Strengthen Hanger clamp(three poles)

210 60
e B DD ‘ Mi0
i 4 4 a8
!ﬂ H\ m H HJ /‘\7 Wﬁ ® 6
] L RY. ———
The Max. Distance between hanger clamp is 3m
Strengthen Hanger clamp(three poles)
Product No. 181106
Weight (kg) 2.691
» Strengthen Hanger clamp(four poles)
‘ 280 _ 60
‘ » 10 . 70 . 70 ‘ N
g 8 84 § B
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The Max. Distance between hanger clamp is 3m
Strengthen Hanger clamp(four poles)
Product No. 181107
Weight (kg) 3.588
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Products (1600A--2500A)

» Conductor bar
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Conductor@ is galvanized steel,has vertical and horizontal direction stiffness, and has a

larger surface area.

And it's heat can be fully guaranteed,the conductor has stainless steel conductor ®as the
durable surface.

The Jacket's®) safety standard is IP23 ,and it's shape can be waterproof and dust proof.

Conductor bar-Length 6.0m 1600A 2000A 2500A
With Standard Sheath Phase 1165001 1200001 | 1250001
With Standard Sheath Ground 1165002 1200002 | 1250002
With Medium heat jacket 1165003 1200003 | 1250003

Weight (kg) 22.31 25.37 29.57

» Expansion Section

130
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The expansion part equipped with key sliding member, Overlap of copper strips Can be
used as sliding wire contact surface, so as to ensure the continuity of the conductive.
Copper rod conductive plastic sliding bearings, which play a guiding role machinery.

The maximum Gap is 200mm

At both ends of the connector jacket fitted the clasp with end cover , and is equipped with
fixed plastic bolt
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Expansion Section-Length 6.0m 1600A 2000A 2500A
With Standard Sheath Phase 3160004 3200004 | 3250004
With Standard Sheath Ground 3160005 3200005 | 3250005

With Medium heat jacket 3160006 3200006 | 3250006
Weight (kg) 31.27 35.08 40.78

> Joint Accessories

(1600A) (2000A,2500A)

Joints are aluminum material,according to the conductor bar’s specification ,use 4 or 6
bolts,so it can insure each conductor bar’s linearity and conductive continuity.

Each connector cover include one connector cover ,two pieces of plastic holder,two end
caps,and two plastic bolts.

Joint Accessories 1600A 2000/2500A
With Standard Sheath Phase 3160104 3200204
With Standard Sheath Ground 3160105 3200205
With Medium heat jacket 3160106 3200206
Weight (kg) 2.722 3.889
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> Power Feed Accessories

(1600A) (2000A,2500A)
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Power input is aluminum material,can connect with two cables that are 150mm?

Each power input cover include one connector cover ,two pieces of plastic holder,two end
caps with cable cover,and two plastic bolts.

Cable guard ring eyelet can be adjusted by the cable’s diameter.

Power Feed Assembly 1600A 2000A
With Standard Sheath Phase 3160201 3160202
With Standard Sheath Ground 3160203 3160204

With Medium heat jacket 3160205 3160206

Weight (kg) 2.722 3.889
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